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h i g h l i g h t s
 Novel continuous HTL reactor for
microalgae is presented.
 Residence times of 1–6 min resulted
in up to 40% bio-crude yields.
 Lower residence time resulted in
higher O in bio-crude.
 Hydroprocessing of bio-crude results
in reduction of N and O.
 Further reduction of O using solvent
extraction possible.
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a b s t r a c t
Hydrothermal liquefaction (HTL) has developed as one of the most promising technologies for biofuel
production from wet biomass feedstocks in recent years. In the current study, a microalgae slurry was
processed in a continuous flow hydrothermal processing unit capable of 2.5 l/h flow rates, temperatures
of 350 C and pressure of up to 206 bar. 40 wt.% bio-crude yields were obtained when processing Chlorella
at residence times of 1.4 and 5.8 min. The higher heating value of the bio-crude was approximately
35 MJ/kg, however the nitrogen content of 6% and oxygen content of 11% render it unsuitable for direct
combustion. In order to investigate the upgrading potential, the bio-crude was hydroprocessed using
CoMo and NiMo catalysts at two temperatures (350 C and 405 C) in a stirred reactor. Both catalysts
showed similar activity during hydroprocessing. Nitrogen content was typically reduced by 60% at
405 C whereas oxygen content was reduced by 85%. Fractionation of the upgraded oils result in approx-
imately 25% gasoline, 50% diesel and 25% heavy fuel oil fractions. Further analysis of oils by GC–MS,
Sim-Dis and elemental analysis give insight into the fuel quality and nitrogen fractionation. The majority
of oxygen is shown to be associated with high molecular weight material and can be reduced further
following solvent extraction of the oils while the nitrogen content could only be reduced slightly.
 2015 The Authors. Published by Elsevier Ltd. This is an openaccess article under the CCBY license (http://
creativecommons.org/licenses/by/4.0/).
1. Introduction
Hydrothermal liquefaction has gained increased interest in
recent years as it develops as a promising technology for the pro-
duction of biofuels from wet organic feedstocks. Microalgae have
http://dx.doi.org/10.1016/j.fuel.2015.06.077
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been identified as a particularly suitable feedstock for HTL.
Cultivation is performed in aqueous media and minimum energy
is required to achieve a feedstock with suitable solids content for
processing via HTL [1]. Its high growth rates, lipid contents and
non-competition with arable land are advantageous over terres-
trial biomass [2]. Research and development in HTL is typically
performed at 10–20 wt.% solids in water, temperatures of around
300–350 C, pressure above the saturation pressure of water and
residence times of up to 60 min in batch reactors. This type of
research has received tremendous attention in recent years with
investigations into different types of algae and varying operating
conditions [3–6], various review papers have summarised the
research on HTL of microalgae [7–9]. More recently,
techno-economic analyses and life cycle assessments have been
carried out [10–13]. They show that HTL has a better energy return
on investment, lower GHG emission and higher economic potential
compared to traditional lipid extraction and transesterification
technologies from microalgae. Despite the continuing research
efforts, there are still some significant bottlenecks concerning the
technology. Although the energy recovery in the primary product
bio-crude is high, the quality of bio-crude is still an issue. It con-
tains around 5 wt.% nitrogen, 10 wt.% oxygen and exhibits a high
viscosity at room temperature. Researchers have investigated the
use of heterogeneous and homogeneous catalysts in-situ to
achieve improved bio-crude quality [14,15]. Reductions in oxygen,
increased yields and higher energy recoveries were obtained, how-
ever particularly the reductions in N were only small. Attention has
therefore shifted towards the upgrading of the bio-crude using
either catalytic hydrotreating and catalytic hydrothermal treat-
ment [16–19]. Bai et al. investigated the use of 15 different cata-
lysts to upgrade bio-crude via catalytic hydrothermal processing
in batch reactors in a H2 atmosphere [20]. They were able to
recover 55–77% upgraded fuel with reductions of O and N in the
oils. There are only limited studies on the catalytic hydrotreating
of bio-crude without water being present [16,21]. Elliott et al.
hydrotreated the bio-crude from continuous HTL using CoMo cat-
alysts in a trickle bed reactor, achieving approximately 80%
upgraded oil yield and final O and N levels of 1 and 0.1 wt.%
respectively. Hydroprocessing of bio-oils from pyrolysis and HTL
has been reviewed by Elliott [22]. It has also been suggested that
the H2 required for hydrotreating of bio-crudes can be obtained
via catalytic hydrothermal gasification of the organic rich aqueous
phase from HTL [23]. This would improve the carbon efficiency and
economics of the process while still recovering nutrients such as N
and P for the cultivation of algae. The concept of recycling nutrients
has successfully been demonstrated on a variety of microalgae
strains in batch processes [24–26].
The other bottleneck concerning HTL of microalgae is the lack of
continuous processing data. In order to achieve significant scale
and market competitiveness, continuous processing is necessary.
There are currently only two groups with publications of continu-
ous hydrothermal liquefaction of microalgae [21,27]. Researchers
at the Pacific Northwest National Laboratories (PNNL) processed
four different microalgae slurries in a continuous flow reactor at
350 C and residence times of 25 to 40 min, leading to
bio-crude yields of up to 64 wt.%. Recently Savage’s research group
was able to show that very low residence times and high heating
rates in batch reactors can lead to higher yields and energy recov-
eries in the bio-crude [28]. These results were confirmed by the
work of Jazrawi et al. who processed Chlorella and Spirulina at res-
idence time of 3–8 min in a continuous HTL reactor and achieved
bio-crude yields of up to 42 wt.% [27]. These lower residences
times allow for higher throughput and reduced energy consump-
tion in continuous systems. Continuous hydrothermal liquefaction
of biomass has recently been reviewed by Elliott et al. [23]; the
review shows the distinct lack of reports in the literature on con-
tinuous HTL of microalgae.
In the current investigation results are presented for the
processing of a low lipid microalgae Chlorella on a custom built
continuous reactor system. The bio-crude is upgraded via
hydrotreatment using either no catalyst or NiMo and CoMo cata-
lysts at two different temperatures. The performance of the contin-
uous hydrothermal reactor is discussed. Comprehensive analysis is
carried out on the bio-crude and upgraded fuel to investigate its
fuel properties and the fate of nitrogen and oxygen following
hydrotreatment. This investigation is the first to study fast heating
rate, low residence time continuous HTL of microalgae and subse-
quent upgrading of bio-crude to a refinery ready feedstock. Further
novel results and discussion is presented on the high molecular
weight fraction of bio-crudes and upgraded oils using pyrolysis
gas-chromatography mass-spectrometry (Py-GC–MS) to elucidate
the fate of nitrogen and oxygen during continuous HTL and
hydroprocessing.
2. Materials and methods
Chlorella (cell walls intact, 80–120 mesh) microalgae was
obtained from Sunrise Nutrachem Group, Qingdao Sunrise
Trading Co., Ltd. (China). Experimental procedures for the determi-
nation of ash, moisture, CHNSO content and biochemical composi-
tion were determined as described previously [29]. Cobalt
molybdenum and nickel molybdenum on alumina catalysts
(1–2 mm size) were provided by Johnson Matthey (London, UK).
Chemicals and reagents were obtained from Sigma–Aldrich
(dichloromethane, kerosene, dimethyldisulfide, tetrahydrofuran
(THF), pentane).
The continuous HTL reactor was custom built at the University
of Leeds. Its schematic layout is presented in Fig. 1. All piping is
made of 316 SS Swagelok 0.6335 mm outer diameter, 0.0899 mm
wall thickness tubes. The reactor is submerged into a FSB 3
Fluidised Sand Bath (Omega Engineering, USA). The reactor is made
of 4 coils of 1.5 m length (98 mL total volume) connected in series
and fully submerged in hot fluidised sand. The microalgae feed
slurry was prepared by mixing 10 wt.% dry Chlorella microalgae
with distilled water using a domestic food mixer. The slurry was
kept in a pre-mixed beaker using a magnetic stirrer to obtain
uniform solids concentrations throughout the experimental runs.
A head pressure of 0.06 bar from the mixing chamber to the pump
was sufficient to provide feed for the high pressure pump. A Series
900 hydraulic diaphragmmetering pump from Aquflow (Irvine, CA,
USA) was used to pump the slurry and obtain the required pressure
Fig. 1. Schematic layout of the continuous HTL reactor.
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to keep the water in its liquid state. The pump is capable of pres-
sures up to 206 bar and flow rates of 24.6 l/h although at operating
conditions of 185 bar the pump was only able to reach a maximum
flow of 2.5 l/h. To achieve the required pressure for the water to
stay in its liquid state we used a Swagelok KPB backpressure regu-
lator. This was manually adjusted with the aid of a Gems
(Plainville, CT, USA) Series 3100/3200 Compact High Pressure
OEM pressure transmitter with digital readings on a PC. A further
1.5 m coil was installed as a heat exchanger before the back pres-
sure regulator. It was submerged in a custom built water tank con-
nected to a recirculating water bath set to 65 C. The temperature
of the reactants was measured using a 1 mm o.d. K-type thermo-
couples fitted inside the reactor tubes. Thermocouples were placed
after the first reactor coil, after the fourth reactor coil, before the
heat exchanger and pressure transducer, after the heat exchanger
and at the top and bottom of the sand bath (see Fig. 1). The reactor
contents were collected in 2 l separating funnels. The bio-crude,
solids and water phase were mixed with dichloromethane at
approximately 2 parts DCM to 10 parts water/bio-crude. After vig-
orous shaking the organic DCM fraction was collected separately
from the aqueous and solid fractions. DCM was evaporated from
the bio-crude using a rotary vacuum evaporator at room tempera-
ture. Finally the bio-crude was stored in a fridge for further pro-
cessing and analysis.
HTL reactions were carried out at 350 C and flow rates of
10 mL/min and 40 mL/min. The flow rates were measured manu-
ally once the reactor had reached reaction conditions using a stop-
watch and measuring cylinder at the output of the system after the
back pressure regulator. The flow rates were used to calculate the
residence times in the reactor (volume 98 mL). As the density of
water reduces at 350 C and 180 bar to 0.59 g/cm3 the residence
time in the reactor is calculated to be approximately 5.8 and
1.4 min respectively but this does not take into account the time
to reach the temperature of 350 C while flowing through the reac-
tor during which the density gradually decreases. The temperature
was reached to within 4 C of the 350 C set point temperature
after the first reactor coil. This equates to approximately
0.35 min and 1.4 min heat up time at flow rates of 40 and
10 mL/min respectively although this is only an approximation
using the residence time calculated based on the water density
at the final temperature of 350 C, this density is in fact not con-
stant. Post reactor, the temperature reduced to around 300 C
before reaching the heat exchanger where the reactants are cooled
to 65 C in a cooling coil of 24.5 mL in approximately 2.1 and
0.5 min. The heating rates were therefore 915 and 230 C/min
and the cooling rates were approximately 470 and 112 C/min at
the fast and slow flow rates respectively.
Hydroprocessing was carried out at the Illinois Sustainable
Technology Center, USA. For each batch experiment, approximately
25 g of bio-crude and 5 g of catalyst (20 wt.%) were placed in a Parr
high pressure reactor (Model 4575A, Parr Instruments, IL, US). The
reactor had a volume of 500 mL and a maximum working pressure
of 5000 psi. Temperature was controlled using a PID controller
(Model 4848, Parr Instruments, IL, US). The reactor was stirred con-
tinuously and heated to either 350 or 405 C. Prior to the experi-
ments the reactor was purged with N2 twice and thrice with H2,
the initial H2 pressure was adjusted to approximately 60 or
66 bar. The ideal gas law was used to calculate a final operating
pressure of 138 bar at operating temperature. The heating rate of
the reactor was approximately 5–7 C/min, once the operating
temperature was reached, the temperature was held for 2 h.
Upon completion of the reaction, the reactor was cooled using
cooling coils inside the reactor, the cooling rate was approximately
15 C/min. The final gas pressure and temperature were recorded
and vented. NiMo reactions at 405 C were carried out in triplicate
and in duplicate for 350 C. The CoMo upgrading at 405 C was
carried out in duplicate and only once at 350 C. The reactor con-
tents were recovered and separated (upgraded oil, catalyst, coke
and water), only the upgraded oil fraction was quantified. DCM
was used to recover the remaining oil on the reactor walls, the cat-
alysts and stirrer following which the DCM was evaporated. The
fraction recovered without DCM was used for further analysis.
Both parts were combined to determine the yield of upgraded
bio-crude.
The CoMo and NiMo catalysts were sulfided prior to use. 25 g of
catalyst was heated in the Parr stirred reactor under a hydrogen
atmosphere together with 75 mL of 2 wt.% dimethyldisulfide in
kerosene. The reactor was purged with N2 twice and thrice with
H2, the initial H2 pressure was adjusted to approximately 38 bar.
Under continuous stirring the reactor temperature was held ini-
tially for 2 h at 40 C, ramped in 15 min to 150 C, held for 8 h,
ramped in 15 min to 270 C, held for 8 h, ramped in 15 min to
300 C, held for 8 h, finally the temperature was reduced to ambi-
ent. The catalysts were separated from the kerosene solution,
washed with DCM to remove residual kerosene, dried under N2
and stored in a N2 atmosphere before further use.
The bio-crude from HTL and upgraded bio-crude from
hydroprocessing was analysed by ultimate analysis, GC–MS and
simulated distillation. Samples were processed for total CHN (car-
bon/hydrogen/nitrogen) using an Exeter Analytical (Chelmsford,
MA) CE-440 Elemental Analyzer, the oxygen content was calcu-
lated by difference. Sulphur was measured by ICP–OES in axial
mode (PerkinElmer Optima 2000DV) after digesting samples
(PerkinElmer Multiwave 3000 Digester). The HHV was determined
using the DuLong formula based on the CHNSO analysis. GC–MS
analysis was carried out using a Shimadzu 2010 GC–MS instru-
ment (Shimadzu Corporation, Kyoto, Japan). 1 wt.% solutions of
bio-crude in DCM were prepared and 5 ll injected. The split/split-
less injector was set to 280 C and a split ratio of 10:1 was used.
The products were separated on an Rtx 1701 column
(60 m  0.25 mm i.d., 0.25 lm film thickness) using a temperature
program of 60 C (2 min) to 280 C (held 10 min) at 5 C/min and a
constant column head pressure of 2.07 bar. The ion source was at
230 C and the interface 280 C, with a scan rate of 1 s over m/z
50–550. Peaks were assigned using the NIST mass spectral
database.
The boiling point distribution of oil samples was obtained by
performing simulated distillations according to ASTM 7169. The
analysis was performed on 1% (w/w) sample solutions in dichloro-
methane using an HP 5890 Series II FID gas chromatograph
equipped with a temperature programmed vaporizer injector, HP
7673 autosampler, and a Durabond DB-HT-SimDis column by
Agilent J&WScientific (5 m  0.53 mmid, 0.15 lm film) as
described by Vardon et al. [31,32].
Bio-crude samples and hydroprocessed oils were solvent
extracted using n-pentane at room temperature. Approximately
5 g of bio-crude was continuously stirred using a magnetic stirrer
at a ratio of 40:1 pentane:oil (wt.) in a 500 ml conical flasks for
24 h. Subsequently the solution was vacuum filtered through
Whatman glass sintered filters. Pyrolysis–gas chromatography-
mass spectrometry (Py-GC–MS) was carried on the pentane
in-soluble fraction as described previously [29].
3. Results and discussion
3.1. Continuous HTL
Our research into continuous HTL of microalgae investigated
the use of a relatively low lipid level strain of Chlorella sp. The ele-
mental composition and biochemical analysis is presented in
Table 1. The strain has a relatively high protein content of
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45.8 wt.% and low lipid content of 14.5 wt.%, resulting in a high
algal nitrogen content of 7.7 wt.%. One of the advantages of
hydrothermal liquefaction is the ability to process low lipid con-
tent biomass which would not be feasible for lipid extraction tech-
nologies. Growing microalgae with high lipid content is often
achieved in the detriment of growth rate, resulting in lower growth
yields [33]. Additionally, the use of waste water as a nutrient
source introduces challenges for controlling the exact nutrient con-
ditions required for high lipid productivity. The integration of algal
cultivation and waste water treatment and/or nutrient recycling is
generally agreed to be more economically viable than growing
strains in controlled environment for optimum lipid accumulation
[34]. It has previously been shown in several studies that HTL can
produce bio-crude from the carbohydrate and protein fraction as
well as the lipids [35,36]. Teri et al. recently presented a model
for the bio-crude yield prediction based on biochemical composi-
tion of algae [36]. It shows that bio-crude yields are heavily influ-
enced by the biochemical composition of microalgae and proteins
in particular, contribute significantly to bio-crude formation.
Therefore in this study we have chosen an algal strain with low
lipid and high protein content, however it should be noted that
high lipid containing alga with low N content result in high yields
of bio-crude with lower N content.
HTL of Chlorella was carried out at 350 C, 10 wt.% solids con-
centration and two residence times. Bio-crude yields, elemental
composition, HHV and energy recovery are presented in Table 2.
The continuous HTL reactor was operated on 14 separate days.
During a typical experiment the reactor ran for approximately
2 h to reach steady state by pumping distilled water at
185 ± 10 bar continuously and reaching 350 ± 5 C. At this point
the feed was switched to 10 wt.% algae slurry for approximately
3 h, before cooling the reactor back down to ambient temperature.
The reactor was operated for about 50 h continuously over the
course of the investigation using algae slurry. The experiments at
the higher flow rate of 40 mL/min were repeated on four days
while the 10 mL/min operating condition was employed for the
remaining days. Experimental variations of bio-crude yields were
low with 1 wt.%. A maximum bio-crude yield of 39.7% was
obtained at the higher flow and lower residence time of 1.4 min.
Similar results were observed for continuous HTL of Chlorella and
Spirulina by Jazrawi et al. [27]. The bio-crude yield reduced to
36.8% at 5.8 min residence time. This observation is in agreement
with batch results presented by Faeth et al. who investigated the
fast hydrothermal liquefaction of Nannochloropsis [28]. Their study
showed a maximum bio-crude yield of 66 wt.% at a heating rate of
300 C/min and residence time of 1 min, showing that low resi-
dence times and high heating rates led to maximum bio-crude
yields and energy recoveries. Therefore the potential exists of
achieving higher bio-crude yields on our continuous reactor by
further decreasing the residence time. It is still unclear if the higher
yields are due to increased heating and cooling rates or the short
residence times. We aim to investigate this in future studies by
either adjusting the flow rate (higher heating rate) or by adjusting
the reactor coil lengths (residence time).
Despite the similarity in bio-crude yields, the HHVs differ signif-
icantly. The longer residence time operating conditions’ bio-crude
has a lower oxygen and higher carbon content, leading to an
increased HHV. The oxygen content of the bio-crudes is clearly
affected by the varying residence times reducing from 16% to 11%
and aminor reducing inN is also observed. This is in agreementwith
HTL batch results by Faeth et al. who observed a reduction in O con-
tent from 12% to 8% with increasing residence time from 10 to
90 min [28]. This means that the quality of the bio-crude is superior
at the longer residence times andmore suitable for upgrading due to
lower H2 demand for hydro-deoxygenation despite the lower yield.
The increased HHV at longer residence time results in a higher
chemical energy recovery to the bio-crude from the algae feedstock.
A maximum energy recovery of 55.8% was obtained at the longer
residence time. As the residence time decreases by increasing the
flow rate, the reactor output increases and energy requirements
decrease. This reduces the capital cost of the continuous system
and could improve the energy balance by improving the net energy
return. As the chemical energy recovery is reduced however at the
lower residence time, the optimum conditions for continuous HTL
need to be carefully adjusted. The effect of this trade-off should
become more apparent with the transition from lab scale to pilot
and full scale HTL systems. Careful consideration should be given
to flow rates, heating rates and residence times in terms of
bio-crude yield, chemical energy recovery, capital reactor cost and
energy requirements.
The current study differs from the study by Elliott et al. who did
not employ the use of solvents to recover the bio-crude. This has
two advantages over the methodology in the current study; firstly
it avoids the use of toxic solvents which incur cost and can be
harmful and secondly it can diminish the quality of bio-crude. Xu
and Savage demonstrated in a batch HTL study the effect of using
DCM for the recovery of bio-crude [30]. It was shown that addi-
tional bio-crude is recovered from the aqueous phase compared
to using no solvents. This accounted to about 8% of the total
bio-crude. There were also remarkable differences between the
bio-crude recovered from the aqueous phase to the bio-crude
which was recovered directly without DCM. The O and N contents
were found to be twice as high, adding additional N and O to the
bio-crude when recovered using DCM from all product phases,
thereby diminishing its quality. The study by Elliott et al. did not
use a solvent to recover bio-crude which could be one of the rea-
sons for the higher O and N contents observed in the current study
(O = 11–16%; N = 6%) compared to theirs (O = 5–8%, N = 4–5%) [21].
3.2. Hydro-processing
The process water and bio-crude mixture from HTL was sepa-
rated as outlined in the methodology, the solid residue and gas
phases were not quantified. We used the bio-crude from the longer
residence time and lower flow rate for further investigation. All
subsequent upgrading experiments and analysis were carried out
on the bio-crude from 5.8 min residence time. Hydroprocessing
Table 1
Chlorella sp. feedstock analysis: ultimate, proximate and biochemical composition.
C H N S O HHV Protein Carbohydrate Lipid Ash Moisture
(wt.% daf) (MJ/kg) (wt.% daf) (wt.%)
56.2 6.9 7.7 0.6 28.7 19.9 45.8 36.4 14.5 11.7 4.4
Table 2
Bio-crude yields, ultimate analysis of bio-crude and energy recovery to bio-crude.
Residence
time
Bio-crude
yield
C H N S O HHV Energy
recovery
Min (wt.% daf) (wt.%) (MJ/kg) (%)
1.4 39.7 68.0 8.9 6.1 0.8 16.2 32.9 54.9
5.8 36.8 72.8 9.4 6.0 0.8 11.1 36.1 55.8
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of the bio-crude was carried out at temperatures of 350 and 405 C
and a constant residence time of 2 h in a batch reactor. The yields
of hydroprocessed bio-crude are listed in Table 3. The upgraded
bio-crudes were found to be completely free flowing at room tem-
perature and lighter in colour compared to the original bio-crude.
At the lower temperature of 350 C, high yields of upgraded
bio-crude were obtained of 95%, 93% and 89% for no catalyst,
NiMo and CoMo catalysed reactions respectively. The yields are
significantly higher at the lower operating conditions compared
to yields of only 69%, 41% and 69% at 405 C for no catalyst,
NiMo and CoMo respectively. Elliott et al. hydroprocessed the
bio-crude from four different microalgae at 405 C using a sulfided
CoMo on alumina catalyst and obtained a refined oil yield of
80–85% [21]. Li and Savage hydrotreated algal bio-crude over
HZSM-5 catalysts at 400, 450 and 500 C. They were able to achieve
upgraded oil yields of 75%, reducing at the higher temperatures to
42% [16]. Bai et al. investigated the use of 15 different heteroge-
neous catalysts for hydrothermal algal bio-crude upgrading. Their
results show an upgraded oil yield of 55–77% at 400 C, highest
yields were achieved using a combination of Ru/C and Raney/Ni,
the yield using a Co/Mo catalyst were 65%. Bai et al. present a full
mass balance on their upgrading experiments with the gaseous
product fraction ranging from 7% to 14%, 14% to 29% coke and small
amounts of water soluble products and losses. Similarly we
observed water and coke formation in our experiments although
these fractions were not quantified.
Table 3 also presents the elemental analysis of the upgraded
bio-crude and the calculated HHV. The carbon content in the
upgraded oil ranges from 79 to 85 wt.%, increased from 73 wt.% in
the bio-crude, small increases in H were also observed. Reductions
inN, O and Sweremore pronounced at the higher operating temper-
ature for all reactions. NiMo at 405 C resulted in the lowest N con-
tent of 2.4%, this value is in the range of values observed in the
studies by Bai et al. (2014) and Li and Savage (2013). Elliott et al.
were able to reduce theNcontent in their upgradedbio-crude to val-
ues as low as 0.05% [21]. This group are the only one to have inves-
tigated theuse of a continuousflowcatalytic fixedbed reactor,while
all other studies used batch reactors. The improved catalytic mass
transfer in such a reactor could be the reason for the higher
hydro-denitrogenation of bio-crude. Our results show that up to
84% of N is removed via catalytic hydro-denitrogenation for NiMo
catalysts 69% for the CoMo catalyst and 58% without the use of a
catalyst on a mass basis, taking the yields into consideration. Low
oxygen contents were calculated for the upgraded oils at 405 C of
1.0–1.5%, comparable to those observed by Elliott et al. [21] and,
on average, lower to those of Bai et al. [20]. The lowest oxygen con-
tent was observed for the CoMo catalysed reaction at 405 C while
the NiMo and un-catalysed reactions were equally effective at
de-oxygenation. However hydro-denitrogenation was more pro-
nouncedwith the use of catalysts. The oxygen content of 1.0% found
in the current study for the non-catalysed reaction is higher com-
pared to the results obtained by Roussis et al. of 0.2% [38].
Desulphurisation was also more effective at higher temperatures
for both catalysts; NiMo resulted in a final S content of 20 ppm
and no sulphur could be detected using CoMo. Using the CHNS val-
uesmeasured, theHHVwas calculated for the upgraded oils. Even at
the lower temperature significant increases in HHV are observed
compared to the 36.1 MJ/kg of the original bio-crude. Taking into
consideration the high refined oil yield at 350 C and the HHV of
upgraded oil, energy recoveries in the upgraded fuel exceed 100%.
This is due to the additional heating value of H2which was incorpo-
rated to the upgraded oils. A maximum HHV of 45.5 MJ/kg is
presented for the upgraded oil at 405 C and CoMo catalyst.
Overall the results show the good performance of the catalysts in
terms of de-oxygenation and desulphurisation; however hydro-
denitrogenation is still relatively low. The results also show good
performance for the non-catalysed reactions in terms of yields and
de-oxygenation at 405 C but the N content is still quite high. The
hydrogen consumption for each hydrotreating run was calculated
based on the initialH2pressure and after the reactor had cooledback
to ambient. This is anoversimplification as there are other gasespro-
duced during the process, as analysed by Elliott et al. The gases
detected were mainly ammonia, methane and ethane [21]. Bai
et al. show that on average approximately 10 wt.% of the bio-crude
is converted into gas. Using these assumptionswe calculated indica-
tive values of H2 consumption from 0.012 to 0.029 kg/kg bio-crude.
These values are lower compared to Zhu et al.’s reported value of
0.05 kg/kg [37]. Our values are lower as we did not see complete
hydro-denitrogenation and hydrodeoxygenation of the bio-crude.
Stoichiometric calculations, assuming all N is removed via NH3, O
via H2O and S via H2S, and neglecting the H2 consumption for satu-
rating bonds and hydrocracking, result in a theoretical H2 consump-
tion of 0.035 kg/kg for the HTL bio-crude used in the current study.
3.3. Oil analysis
Sim-Dis analysis was carried out to investigate the boiling point
distribution of the catalytically hydrotreated bio-crudes and is
compared in Table 4 to the untreated bio-crude. The five distillate
fractions are defined as gasoline (<190 C), diesel cuts 1 and 2
(190–290 C and 290–340 C), vacuum gas oil (340–538 C) and
vacuum residue above 538 C. The original material shows a large
fraction in the heavy molecular weight, high boiling point,
Table 3
Ultimate analysis of upgraded bio-oil (%), yields and higher heating value (HHV) in
MJ/kg.
Yield (wt.%) C H N S Oa HHV
No catalyst
350 C 94.8 79.6 10.8 4.7 0.117 5.0 41.5
405 C 68.9 83.5 11.3 3.6 0.072 1.5 44.7
NiMo catalyst
350 C 93.1 80.4 10.5 4.7 0.206 4.2 41.5
405 C 41.0 84.5 11.6 2.4 0.002 1.5 44.9
CoMo catalyst
350 C 89.0 79.4 10.9 4.6 0.420 4.7 41.6
405 C 69.4 84.4 11.9 2.7 0.000 1.0 45.4
a Calculated by difference.
Table 4
Sim-Dis analysis of bio-crude and upgraded bio-oil.
Cut name Temperature range Bio-crude NiMo 350 C NiMo 405 C CoMo 350 C CoMo 405 C
% Fraction
Gasoline <190 C 3 6 24 7 24
Diesel #1 190–290 C 9 18 38 21 40
Diesel #2 290–340 C 18 11 12 12 14
Vac gas oil 340–538 C 56 42 18 42 17
Vac residue >538 C 14 23 8 18 5
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fractions of vac gas oil and vac residue, 70% of the material is found
in these distillate fractions above 340 C. Only 3% bio-crude is frac-
tionated in the gasoline range, 9% in diesel 1% and 18% in diesel 2
cuts. Hydrotreating using NiMo catalysts resulted in doubling the
gasoline and diesel 1 fractions but interestingly also increased
the heaviest fraction, indicating that the heavy material is not effi-
ciently cracked at 350 C. At the higher temperature NiMo catal-
ysed upgrading resulted in further increases in the gasoline and
diesel 1 cuts and significant reductions in the two heaviest frac-
tions. A total of 74% of the upgraded bio-crude at this condition
is now fractioned in the gasoline and diesel fractions, compared
to 30% in the bio-crude. The CoMo catalyst showed similar effects
to NiMo, with the efficiency of cracking high boiling point material
increasing at the higher hydroprocessing temperature. The most
favourable result was obtained for CoMo at 405 C with 24% gaso-
line, 40% and 14% diesel 1 and 2 cuts respectively. These results
show that a high quality fuel can be produced by upgrading HTL
bio-crude, with up to 78% yields of gasoline and diesel fractions.
Taking into consideration the HTL and hydroprocessing conversion
yields, this results in a total of 21% of the microalgae feedstock
being converted to gasoline and diesel. This surpasses the lipid
content of 14%, showing the potential of the HTL technology to
produce more bio-fuel compared to bio-diesel or green diesel tech-
nologies. However the N content of around 2.5% still poses a prob-
lem which would not be encountered in lipid extraction and
conversion technologies.
Fig. 2 shows the GC–MS chromatograms of the HTL bio-crude
and the hydrotreated oils using CoMo at 350 and 405 C, as (a),
(b) and (c) respectively. The untreated bio-crude reveals a complex
mixture of numerous different compounds. As indicated in Fig. 2(a)
these include hydrocarbons, nitrogen containing compounds and
oxygenates. The nitrogen containing compounds are ring type
structures with either two N atoms such as pyrazines, or one N
atom such as pyrroles and indole. There are also long chain hydro-
carbons with N and O groups present such as hexadecanamide and
octadecanamide. The primary aim of hydroprocessing is to remove
these O and N atoms to obtain pure hydrocarbons as well as hydro-
cracking high molecular weight compounds and saturating double
bonds. Fig. 2(b) shows the chromatogram of hydroprocessed oil at
350 C using CoMo catalyst. A larger abundance of aliphatic hydro-
carbons ranging from C11 to C18 is apparent compared to the
bio-crude. There are two additional alkanes with N groups present
while the peak areas of hexadecanamide and octadecanamide have
reduced. It is likely that hydroprocessing at these conditions
Fig. 2. TIC MS chromatographs of (a) bio-crude, (b) hydrotreated CoMo 350 C oil and (c) hydrotreated CoMo 405 C oil. Y-axes represent TIC intensity.
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resulted in deoxygenation of these compounds to produce hexade-
canenitrile and octadecanenitrile. Indole, the pyrazine and pyrrole
compounds appear to be de-nitrogenated while the concentrations
of the oxygenates, phenol and p-cresol, are not affected. There are
two additional low molecular weight hydrocarbons present,
toluene and ethylbenzene. These were also observed in the GC–
MS analysis by Elliott et al. in their hydroprocessed algal
bio-crude [21]. The chromatogram of the bio-crude hydropro-
cessed at 405 C is presented in Fig. 2(c). This chromatogram
reveals a spread of alkane hydrocarbons ranging from C9 to C26,
with decreasing quantities of the longer chain alkanes. The most
abundant alkanes observed are C15 and C16, with decreasing
amounts present for longer and shorter chains. The only
non-alkanes observed are toluene and ethylbenzene. It can be seen
that all the N and O containing compounds still present at 350 C
are now fully hydrogenated to hydrocarbons. For example we were
able to detect small amounts of indane (0.8% of total area) which is
a likely product of hydro-denitrogenation of indole. We were not
able to detect any O or N compounds in the 50 largest peaks iden-
tified in this chromatogram. This leads to the postulation that the
bio-oil fraction separated and identified by GC–MS is very low in O
and N even though the total N and O contents were 2.7% and 1%
respectively (Table 3). The temperature range we were able to
analyse via GC is from 60 to 280 C. Sim-Dis results from Table 3
show that this represents around 65% of the entire upgraded oil.
We therefore conclude that the majority of remaining O and N
compounds after hydroprocessing bio-crudes using CoMo catalyst
at 405 C are found in the heavier, high boiling point fractions of
the oil. This means that simple distillation of the upgraded
bio-crude could lead to fuel cuts approaching diesel and jet fuel
standards. In further investigations we aim to distil the upgraded
oil into its respective fractions and carry out elemental analysis
to confirm these conclusions. The chromatograms of the
bio-crude hydrotreated using NiMo catalysts were found to be
almost identical to the CoMo catalysed oils and are therefore not
included. The un-catalysed reactions revealed a similar oil compo-
sition at the processing temperature of 405 C but with additional
peaks of hexadecanenitrile and octadecanenitrile which confirms
the less efficient hydro-denitrogenation without the use of catalyst
(Table 3). At 350 C hydrotreating temperature without catalyst
these types of compounds were found to be dominant in the chro-
matogram with two additional amide compounds identified. The
GC–MS chromatograms of the hydrotreated bio-crudes without
the use of catalysts are shown in the electronic Supplementary
Fig. S1(a and b) for 350 and 405 C.
As there were no N and O containing compounds observed in
the GC–MS analysis of hydroprocessed bio-crudes for catalytic runs
at 405 C we performed further analysis to investigate the nature
of the higher molecular weight bio-crude fraction which does con-
tain N and O as shown in Table 3. Therefore we performed a sol-
vent extraction using pentane to investigate if further reductions
in N and O could be achieved and determine the composition of
this high molecular weight asphaltenic material.
3.4. Fate of N and O
Despite the reductions in oxygen content and improved flowa-
bility of the hydrotreated bio-crudes, the nitrogen content was not
reduced to a satisfactory level following hydroprocessing.
Therefore pentane extraction was applied to fractionate the
bio-crude and hydrotreated bio-crudes further into pentane sol-
uble and pentane in-soluble fractions. This was performed in an
effort to obtain low and high molecular weight fuel fractions and
investigate the distribution of nitrogen and oxygen therein.
Organic solvent extraction is a common technique in the petro-
leum refining industry to remove heavy, asphaltenic material
before upgrading in an effort to reduce catalyst poisoning [39].
Pentane extraction resulted to a solid, black residue and a free
flowing fraction after evaporation of pentane. The yields of extrac-
tion are shown in Table 5; the pentane insoluble fraction is referred
to as asphaltene. The HTL bio-crude resulted in approximately
50 wt.% asphaltene fraction exhibiting a nitrogen content of 7.5%
compared to 6.1% in the initial feed, showing a slight concentration
of nitrogen in the asphaltene fraction. The nitrogen and oxygen
content of the C5 soluble fraction was reduced to 4.5% and 6.4%
respectively, demonstrating the preferential distribution of N and
O to the asphaltene fraction. The bio-crude hydrotreated at
350 C using CoMo catalyst led to 22% asphaltene content while
this fraction was reduced to only 2% at the higher hydrotreating
temperature of 405 C. The oxygen contents of both pentane
soluble fractions of hydrotreated bio-crudes were calculated by
difference and indicated that all oxygen had been removed. This
shows that solvent extraction can remove additional oxygen after
hydrotreating. However the nitrogen content of the pentane sol-
uble oils at 350 C and 405 C hydrotreating still contain 4.1%
and 2.7% nitrogen. Although a slight increase in nitrogen content
in the asphaltene residues at these conditions was observed, the
fractioning of nitrogen using pentane is not effective.
The results in Table 5 raise the question why hydrotreating does
not remove more nitrogen from the bio-crudes at the conditions
investigated using the current batch reactor set-up. It can be
expected that very condensed and high molecular weight polymers
containing nitrogen and oxygen are not as easily hydrogenated.
The pentane extraction was able to show a slight concentration
of nitrogen and complete concentration of oxygen in the asphal-
tene fraction. In order to obtain additional information about the
molecular structure of the asphaltene fraction, and a possible
explanation to the difficulties in catalytic hydrotreating, pyroly-
sis–gas chromatography-mass spectrometry was performed on
the asphaltene residues at temperatures of 500, 600, 800, 1000
and 1200 C. Table 6 shows the relative amount of material
released as volatiles upon pyrolysis of the asphaltene residue from
hydrotreated bio-crude at 405 C (CoMo catalyst). The values show
that only 45% of the residue is released at 1000 C and 70% at the
highest temperature of 1200 C suggesting the asphaltene fraction
is prone to coking. This demonstrates the high thermal stability of
the asphaltene residue up to 1200 C.
Fig. 3 shows the pyrograms from the C5 residues (CoMo 405 C)
pyrolysed at 600 C. The majority of the peaks are of aliphatic nat-
ure (triangles in Fig. 3), including very short alkane/-enes eluting
before 5 min retention time. Butene, pentene, hexene, pentadiene,
heptane and cyclopentadiene all elute before benzene (5 min) on
Table 5
Asphaltene yields following C5 extraction, nitrogen and oxygen concentrations.
Asphaltene
content (%)
N content
asphaltene (%)
N content C5
solubles (%)
O content C5
solubles (%)a
Bio-crude 51.4 7.5 4.5 4.5
CoMo 350 C 21.8 6.5 4.1 0
CoMo 405 C 2.0 6.0 2.7 0
a Calculated by difference.
Table 6
Percentage (wt.) of residue pyrolysed from C5 extract of hydrotreated bio-crude at
405 C (CoMo).
Pyrolysis temp (C) % wt. residue pyrolysed
500 13.0
600 44.8
800 46.7
1000 47.4
1200 70.4
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the GC chromatogram and make up 9% of the entire chromatogram
area. Aromatic compounds observed include phenols, toluene and
benzenamines, comprising 21% of the chromatogram area. The
nitrogen containing compounds identified include benzenamines
and long chain fatty acid amides. The vast majority of pyrolysis
products at 600 C pyrolysis temperature are of aliphatic nature,
comprising approximately 77% of the total area. There are also oxy-
genates identified, namely phenols which make up a 15% of the
chromatogram area, explaining the deoxygenation of the pentane
soluble fraction. The oxygen containing phenol peaks at 500 C
were found to be 60% of the entire chromatogram area, showing
the distribution of oxygen compounds in lower boiling point mate-
rial. Non-oxygenated aromatics at 500 C were only 1% compared
to 4% at 600 C and 7% at 700 C. This fraction steadily increased
but aromatisation reactions during pyrolysis could explain their
occurrence rather than there being poly-aromatic material present
in the asphaltene. Due to the thermal stability of the asphaltene
fraction shown in Table 6 it can be expected this fraction is difficult
to hydro-crack and hydrogenate to lower molecular weight hydro-
carbons. The N containing compounds revealed in Fig. 3 are amides
which are also shown in Fig. 2(b) and were successfully hydro-
treated in Fig. 2(c). Their occurrence in the asphaltene fraction
could be due to being linked to condensed structures in the
bio-crude which are not cracked at the hydrotreating conditions.
The presence of the amide and nitrile compounds in the pyro-
grams even after hydrotreating at 405 C suggests they could be
linked to other material, possibly aromatic structures, and require
higher cracking temperatures before these can be cleaved and
hydrotreated. We therefore suggest that hydrotreating of
bio-crudes either requires higher temperatures (which will result
in reduced yields due to additional volatile products) or otherwise
a solvent extraction can be carried out initially to remove some of
these condensed, nitrogen and oxygen containing structures. This
will also result in a reduced yield but could potentially allow lower
hydrotreating temperatures. Further studies will focus on identify-
ing suitable solvents for improved separation of nitrogen in the oil
fractions and investigate the use of a continuous fixed bed catalytic
reactor to investigate if limited mass transfer was the reason for
incomplete hydro-denitrogenation.
4. Conclusions
Microalgae slurry was successfully processed in a continuous
hydrothermal liquefaction reactor at 10 wt.% concentrations, tem-
perature of 350 C and residence times of 1.4–5.8 min. Bio-crude
yields were higher at the lower residence time but exhibited higher
O and N levels, resulting in higher energy recoveries at 5.8 min res-
idence time. Catalytic (NiMo and CoMo) and non-catalytic
hydroprocessing of the bio-crude led to a free flowing oil with
reductions in O, N and S of the bio-crude and a maximum HHV
of 45.4 MJ/kg. Our results show that 20% of algae feedstock can
be converted into high quality gasoline and diesel, surpassing its
lipid content.
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